Please read these instructions properly before installing the fan.

Parts included in the package
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Motor

Fan motor canopy
Ceiling canopy
Rod with clamp
Set of blades

"‘
Remote

Inverter fan includes 30 Watts inverter as well as AC/DC inverter fans.

_ujLn/b”ui»}’/iiAC/DC/;!/”/JMJ;30uﬁu5)’/i!



3 oLk

1. Fix the rod clamp with the ceiling @/Gﬂé&e’f}u 1
hook and then pull the supply wires 5 B )
through the rod. Rod dt{:auﬁmi/
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Supply Wire

| STEP 22

2. After fitting the rod, mount the ceiling
canopy and motor canopy on the rod
as shown in the picture.
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L STEP 32

3. Place the motor on the termopore
and attach the blade to the motor
with the screws provided.
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Do not put any extra force on the
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blade while tightening the screws. * -
It is recommended to use a 12" -LJ/JW"’L/(@“ 2"4 L&Z—,éu@{:
long screw driver to tighten the
screws properly.




L STEP 4

4. Attach the motor to the rod by rotating the
motor clockwise. Make sure the motor is
properly fixed with the rod before letting go.
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Make sure to install the safety pin.
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Safety Pin

PCB CONNECTION METHOD 2 ¢“PCB

5.Connect the ~ AC 220V supply wires STO pCB[/b&u:JN AC 220V 5
to the white/red  connector on the _Jb?c./‘g@//,gﬁfﬁ,:d}u(
PCB box. °
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Note: This method is only for an ~ AC 220V connection. If the fan is an AC/DC inverter, you
can connect the DC 12V wires through the green connector to a DC 12V battery or solar
panel. Never connect DC 12V wires to an AC 220V supply; otherwise, the PCB can be
damaged or burned.
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Congratulations!
Your fan has been successfully installed. Please read how to connect the remote with the
fan on the next page. IS
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Remote control

To connect the fan with the remote control, switch the button on from the switchboard.
When the beep sound is heard once, press and hold the power on/off or wireless button
until a beep sound is heard twice. Your remote will be connected to the fan.

Fan On & Off
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Adjust 6 Fan Speed

Time Setting Options 4
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Safety Precautions

1. Have the fan installed by a qualified electrician.

2. Turn off the power breaker before installing the fan.

3. Install all safety pins and screws carefully.

4. Make the electrical connections carefully and correctly.
5. Never attach a dimmer or regulator.

6. In case of any malfunction, contact an
approved dealer or inform helpline
7. Do not put anything in the blades of a running fan.

8. Clean the fan with dry cloth only-

9. Do not let children and disabled people operate it independently.

10. The company will not be responsible for any accident caused

by not paying attention to safety.
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